
FORD PICKUP
TRUCKS

20  MODEL YEAR
CONSUMER INFORMATION

Additional copies of this brochure can be obtained at FMCDealer.com on the Ford intranet.

Truck-Camper Loading
WARNING: Improper vehicle loading may adversely affect vehicle handling and stability. 
Failure to follow loading guide instructions may degrade vehicle handling characteristics, 
increasing the risk of loss of vehicle control and serious personal injury or death in a crash.
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REGULAR CAB — 142.0 IN (3602 mm) WHEELBASE ......................63-64 
SUPER CAB — 148.0 IN (3759 mm) WHEELBASE ...........................65-66
SUPER CAB — 164. 0 IN (4165 mm) WHEELBASE ..........................67-68
CREW CAB — 160. 0 IN (4064 mm) WHEELBASE ............................69-70
CREW CAB — 176. 0 IN (4470 mm) WHEELBASE ............................71-72

F-350 4x2 (9,900 GVWR)
REGULAR CAB — 142.0 IN (3602 mm) WHEELBASE ......................73-74 
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CREW CAB — 160. 0 IN (4064 mm) WHEELBASE ............................79-80
CREW CAB — 176. 0 IN (4470 mm) WHEELBASE ............................81-82

F-350 4x4 (9,900 GVWR)
REGULAR CAB — 142.0 IN (3602 mm) WHEELBASE ......................83-84 
SUPER CAB — 148.0 IN (3759 mm) WHEELBASE ...........................85-86
SUPER CAB — 164. 0 IN (4165 mm) WHEELBASE ..........................87-88
CREW CAB — 160. 0 IN (4064 mm) WHEELBASE ............................89-90
CREW CAB — 176. 0 IN (4470 mm) WHEELBASE ............................91-92
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REGULAR CAB — 142.0 IN (3602 mm) WHEELBASE ......................113-114 
SUPER CAB — 148.0 IN (3759 mm) WHEELBASE ...........................115-116
SUPER CAB — 164. 0 IN (4165 mm) WHEELBASE ..........................117-118
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F-350 4x4 (Variable GVWR / 18" All-Season Tires)
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SUPER CAB — 164. 0 IN (4165 mm) WHEELBASE ..........................127-128
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CREW CAB — 176. 0 IN (4470 mm) WHEELBASE ............................131-132

F-350 4x4 (Variable GVWR / 18" All-Terrain Tires)
REGULAR CAB — 142.0 IN (3602 mm) WHEELBASE ......................133-134 
SUPER CAB — 148.0 IN (3759 mm) WHEELBASE ...........................135-136
SUPER CAB — 164. 0 IN (4165 mm) WHEELBASE ..........................137-139
CREW CAB — 160. 0 IN (4064 mm) WHEELBASE ............................140-141 
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SUPER CAB — 164. 0 IN (4165 mm) WHEELBASE ...........................156-157
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Secure loose items to prevent weight shifts that could affect the balance of your
vehicle. When the truck camper is loaded, drive onto a scale and weigh the front
and the rear wheels separately to determine the axle loads. Individual axle loads
should not exceed either of the Gross Axle Weight Ratings (GAWR). The total
of the axle loads should not exceed the Gross Vehicle Weight Rating (GVWR).
These ratings are given on the vehicle certification label that is located on the left
side of the vehicle, normally the dash, hinge pillar, door latch post, or door edge
next to the driver. If weight ratings are exceeded, move or remove items to bring
all weights below the ratings.

NOTE: All fuel and water tanks should be full and all passengers should be in the
truck when it is weighed.

HOW TO DETERMINE MAXIMUM CARGO WEIGHT RATING AND
LONGITUDINAL CENTER OF GRAVITY ZONE
This procedure should be followed to determine the Cargo Weight Rating and
Center of Gravity Zone for a truck as equipped with factory-installed options.
There is a set of tables applicable to each vehicle recommended for carrying a
slide-in camper. The first table in each set lists the weight distribution of available
optional equipment, and the second table is used to determine the Cargo Weight
Rating and the Center of Gravity Zone of the selected vehicle.

STEP ONE – Locate the Option Table in the set that matches the Model, Cab
Type, Wheelbase and Gross Vehicle Weight Rating (GVWR) of the vehicle for
which you wish to determine the Cargo Weight Rating and the Center of Gravity
Zone. Select those options with which you wish to equip your vehicle. Options that
are not listed in the Option Table need not be considered in your calculations
since they either are not physically compatible when a slide-in camper is installed
(e.g., spare tire carrier located in the pickup box) or have only a minor weight
effect, which is already included in the Vehicle Loading Data Table.

STEP TWO – Total (add or subtract as indicated) the front and rear weight
columns separately as shown in the example. Note: If the vehicle is to be
equipped with any SPECIAL ORDER OPTIONS (other than paint or trim), add an
additional 20 lbs. to the front and 10 lbs. to the rear total option weights.

STEP THREE – Look at the Vehicle Loading Data Table next to the Option Table

on which you indicated the desired options. Find the row of Option Weights
– Columns II and III, that most closely represents but exceeds each of the total
front and rear option weights found in step number two. *In some cases there
may exist more than one row of option weights – Columns II and III, which will
fit a particular vehicle. In these cases use the row with the smaller front GAWR
(Column I). This row of figures establishes the pickup’s Cargo Weight Rating
– Column IV, and Center of Gravity Zone Limits – Columns V and VI.

* If either of your calculated front and rear option weights are greater than the
maximums listed in the Table (Columns II and III), you have exceeded the option
weight capacity for the vehicle selected. See your dealership for applicable option
limitations.

NOTE:  Vehicle configurations covered in this manual for which F-Series Camper
Package is available should not be used for carrying a slide-in camper unless
equipped with the Camper Package. Camper package is standard on F-150
Heavy Duty (HD) and optional on all other F-Series configurations in this manual.

DEFINITIONS – Slide-in camper means a structure with a roof, floor and sides
for the purpose of providing shelter for people, and designed to be mounted on
and removable from the cargo box area of a truck by the user.

PROPER TRUCK AND CAMPER MATCH

Using the A and B dimensions found in the proper Vehicle Loading Data Table, the
required Center of Gravity for a slide-in camper must fall within this zone as shown
in the following illustration. The Center of Gravity of the camper is determined by
the camper manufacturer and is indicated in literature accompanying campers
manufactured after October 1, 1973.

When the truck is used to carry a slide-in camper, the total cargo load of the
truck consists of the manufacturer’s camper weight figure; the weight of installed
additional camper equipment not included in the manufacturer’s camper weight
figure, the weight of camper cargo, and the weight of the passengers* in the
camper. The total cargo load should not exceed the truck’s cargo weight rating
and the camper’s center of gravity should fall within the truck’s recommended
Center of Gravity Zone when installed.

The Cargo Weight Rating and Longitudinal Center of Gravity Location Zone
established by this folder are two important factors that have a direct influence on
the handling and braking of a truck-camper combination.  In addition, other factors
such as road and wind conditions, height of camper load and condition of the tires
also influence a vehicle’s handling and braking.  All factors must be considered
and reasonable care must be exercised when operating a truck-camper vehicle.
Ford offers many options that enhance a vehicle for camper usage. For optimum
performance and enjoyment it is suggested that you equip your vehicle with those
options specifically intended for camper hauling.

Recommended
Center of Gravity
Location Zone

Camper
Center of
Gravity

CONSUMER INFORMATION REGULATIONS

This information is furnished in accordance with the Consumer Information Regulations of the National Highway Traffic Safety Administration, as applicable, by way of the
vehicle Owner’s Manual or a separate document supplied with the truck.  It includes information to determine Cargo Weight Rating and Longitudinal Center of Gravity Zone
for any selected F-Series pickup as equipped with factory-installed options.

F-150 TRUCKS ARE RECOMMENDED FOR CARRYING SLIDE-IN CAMPERS ONLY WHEN EQUIPPED WITH HEAVY DUTY PAYLOAD PACKAGE (See Below).
F-250, F-350 AND F-450 TRUCKS ARE RECOMMENDED FOR CARRYING SLIDE-IN CAMPERS ONLY WHEN EQUIPPED WITH OPTIONAL CAMPER PACKAGE.

Wheelbase GVWR
Model Cab Type (inches) (pounds)

F-150 HD All All 7850 (18” Wheels)

F-250/F-350 All All All

F-450 Crew Cab 172.4 14000

NOTES:

SLIDE-IN CAMPER USAGE IS NOT RECOMMENDED ON THE FOLLOWING:  F-150 SUPERCREW.

LOADING INSTRUCTIONS

 WARNING –  Passengers should be allowed to ride only in seats with proper
occupant restraint systems. Persons who are not properly restrained in
designated seating positions are much more likely to suffer bodily injury in the
event of a collision. Failure to follow may result in serious personal injury or death.

F-150 HD 7600 (17” Wheels)All All
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Our Example Your Truck
Cargo Weight Rating         2447 lbs ____ pounds
Center of Gravity
Zone of Dimensions

A.      69.6 inches ____ inches
B.      49.0 inches ____ inches

EXAMPLE

VEHICLE LOADING DATA
8200 lbs. (3721 kg) GVWROPTION TABLE

VEHICLE LOADING DATA
8200 lbs. (3721 kg) GVWR

OPTION DESCRIPTION FRONT(lb) REAR(lb) FRONT
OPTION
WEIGHT

CARGO
WEIGHT

CENTER OF
GRAVITY ZONE

LIMITS
FRONT REAR FRONT

OPTION
WEIGHT

CARGO
WEIGHT

GAWR
(lb)

FRONT
(lb)

REAR
(lb)

RATING
(lb)

(A)
(in)

(B)
(in)

GAWR
(lb)

FRONT
(lb)

REAR
(lb)

RATING
(lb)

(A)
(in)

(B)
(in)

EXAMPLE: F-150 HD (4X2) REGULAR CAB — 144.5 IN (3671 mm) WHEELBASE

CENTER OF
GRAVITY ZON

LIMITS
FRONT REAR

Total Option Weight

I II III IV V VI I II III IV V VI

Note: Be careful not to double count.  Each option should only be added once.

3750 0 0 2627 70.9 51.7
0 30 2597 71.2 51.9
0 60 2567 71.6 52.0
0 90 2537 72.0 52.1
0 120 2507 72.3 52.3
0 150 2477 72.7 52.4

30 0 2597 69.6 50.2
30 30 2567 69.9 50.3
30 60 2537 70.3 50.4
30 90 2507 70.6 50.5
30 120 2477 71.0 50.7
30 150 2447 71.3 50.8
60 0 2567 68.2 48.6
60 30 2537 68.5 48.7
60 60 2507 68.9 48.8
60 90 2477 69.2 48.9
60 120 2447 69.6 49.0
60 150 2417 69.9 49.1
90 0 2537 66.8 47.0
90 30 2507 67.1 47.1
90 60 2477 67.5 47.2
90 90 2447 67.8 47.2
90 120 2417 68.1 47.3
90 150 2387 68.5 47.4

120 0 2507 65.4 45.3
120 30 2477 65.7 45.4
120 60 2447 66.0 45.5
120 90 2417 66.3 45.5
120 120 2387 66.7 45.6
120 150 2357 67.0 45.6
150 0 2477 64.0 43.7
150 30 2447 64.3 43.7
150 60 2417 64.5 43.7
150 90 2387 64.8 43.8
150 120 2357 65.2 43.8
150 150 2327 65.5 43.8

  Daytime Running Lights add 1 add 0
  Fog Lamps add 8 sub 2

  AM/FM Cassette/CD add 1 add 0
  AM/FM Cassette/6 CD Changer add 1 add 0
  6 Disc CD Changer w/Audiophile System add 10 add 8

  Less Lumbar Support - Driver sub 2 add 0
  Lumbar Support - Passenger add 2 add    0

  Carpet Floor Covering add 2 add 0

  Floor Mats - Rubber add 7 add 4

  Overhead Console add 2 add 0

  Sliding Rear Window add 2 add 2
  Backlight w/Defroster add 1 add 0

  Cab Steps - Black add 28 add 19
  Cab Steps - Bright add 20 add 13
  Electrochromatic Rearview Mirror add 1 add 0
  Power Mirrors add 4 add 0
  Power/Heated/Signal Mirrors add 4 add 1
  Speed Control add 1 add 0
  Keyless Entry add 2 add 2

  Chrome Front Bumper add 3 sub 1

  Engine Block Heater add 2 add 0
  Front License Plate Bracket add 1 add 0
  Power Adjustable Pedals add 3 add 2
  Extended Range Fuel Tank add 21 add 37
  Reverse Sensing System add 0 add 1
  Power Windows/Locks add 1 add 1
  Rear Cargo Storage Unit add 4 add 6

  Limited Slip Axle add 0 add 6

  Trailer Tow sub 11 add 51

  XLT Trim add 8 add 16
  Tutone Paint  add 2 add 2

Total Option Weight Front = 53 lbs / Rear = 96 lbs

  Floor Mats - Carpet add 3 add 1

Choose 60 lbs (front) and 
120 lbs (rear) which most 
closely represents and 
exceeds the 53 lbs front 
option weight and the 96 lbs 
rear option weight.

Enter the Cargo Weight Rating and the A and B dimensions from the appropriate table in the box below and retain this folder for future reference.

“Cargo Weight Rating” means the value specified by the manufacturer as the cargo-carrying capacity, in pounds, of a vehicle, exclusive of the weight of the
occupants (in the vehicle), computed as 150 pounds times the number of designated seating positions.
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VEHICLE LOADING DATA - 18" WHEELS
7850 lbs (3560 kgs) GVWR

OPTION DESCRIPTION
OPTION
WEIGHT CARGO

FRONT FRONT REAR WEIGHT FRONT REAR
GAWR
(LBS)

FRONT
(LBS)

REAR
(LBS)

RATING
(LBS)

(A)
(IN)

(B)
(IN)

dda2ddamirT TLX 2 I II III IV V VI
dda5-sunimetagpetS 45 6.448.162582000043
dda2-sunimrednetxE deB 22 7.442.262082050
dda0ddarenildeB citsalP draH 49 7.446.2625720010
dda1ddatnempiuqE rewoP 1 8.440.3620720510
dda2ddastaM roolF latnemelppuS 1 9.444.3625620020
dda1ddasladeP elbatsujdA rewoP 1 0.548.3620620520
dda3ddatepraC - staM roolF 1 0.543.4625520030
dda2ddatepraC deyeK roloC 0 2.247.952082005

Running Boards - Platform - Black add 16 add 16 2.240.0625720505
dda41ddasraB petS xoB pu-kciP 46 2.244.06207200105
dda1ddasrorriM langiS/detaeH/rewoP 0 2.247.06256205105
dda1ddatsermrA retneC taeS tnorF 0 3.241.16206200205
dda8ddaretsujdA taeS revirD rewoP 6 3.245.16255205205
dda7ddaskooH woT 0 3.249.16205200305
dda1ddayrtnE sselyeK etomeR 1 0.245.7525720001
dda1ddatniaP enotuT 1 0.248.75207205001
dda1ddatsissA gnikcaB reliarT 1 0.241.852562001001
dda2ddaretaeH kcolB enignE 0 0.244.852062051001
dda0ddakcoL elbaC 4 0.248.852552002001
dda82ddaknaT leuF egnaR dednetxE 54 0.241.952052052001
dda1ddaretneC noitagivaN 1 0.245.952542003001
dda1ddaSRAS + DC + oiduA diM 1 0.242.5520720051
dda2dda)MGM( II cnyS 2 0.244.55256205051
dda8ddaspmaL goF 0 0.247.552062001051
dda1ddagnithgiL xoB pukciP 1 0.240.652552051051
dda1dda)MGM( cnyS 1 0.243.652052002051

0.246.652542052051
0.249.652042003051
0.248.2525620002
0.240.35206205002
0.242.352552001002
0.245.352052051002
0.247.352542002002
0.240.452042052002
0.243.452532003002

Total Option Weight

CENTER OF GRAVITY
ZONE LIMITSREAR (LBS)FRONT (LBS)

OPTION TABLE

MY: 2020       Model: F-150 5.0L  4x2         Cab Type: Regular Cab        Wheelbase: 141.1 IN        

08-19 1 FCS-12177-19



08-19 2 FCS-12177-19



08-19 3 FCS-12177-19



08-19 4 FCS-12177-19



08-19 5 FCS-12177-19



08-19 6 FCS-12177-19



08-19 7 FCS-12177-19



08-19 8 FCS-12177-19



08-19 9 FCS-12177-19



08-19 10 FCS-12177-19



08-19 11 FCS-12177-19



08-19 12 FCS-12177-19



08-19 13 FCS-12177-19



08-19 14 FCS-12177-19



08-19 15 FCS-12177-19



08-19 16 FCS-12177-19



08-19 17 FCS-12177-19



08-19 18 FCS-12177-19



08-19 19 FCS-12177-19



08-19 20 FCS-12177-19



08-19 21 FCS-12177-19



08-19 22 FCS-12177-19



08-19 23 FCS-12177-19



08-19 24 FCS-12177-19



08-19 25 FCS-12177-19



08-19 26 FCS-12177-19



08-19 27 FCS-12177-19



08-19 28 FCS-12177-19



08-19 29 FCS-12177-19



08-19 30 FCS-12177-19



08-19 31 FCS-12177-19



08-19 32 FCS-12177-19



08-19 33 FCS-12177-19



08-19 34 FCS-12177-19



08-19 35 FCS-12177-19



08-19 36 FCS-12177-19



08-19 37 FCS-12177-19



08-19 38 FCS-12177-19



08-19 39 FCS-12177-19



08-19 40 FCS-12177-19



08-19 41 FCS-12177-19



08-19 42 FCS-12177-19



08-19 43 FCS-12177-19



08-19 44 FCS-12177-19



08-19 45 FCS-12177-19



08-19 46 FCS-12177-19



08-19 47 FCS-12177-19



08-19 48 FCS-12177-19



08-19 49 FCS-12177-19



08-19 50 FCS-12177-19



08-19 51 FCS-12177-19



08-19 52 FCS-12177-19



08-19 53 FCS-12177-19



08-19 54 FCS-12177-19



08-19 55 FCS-12177-19



08-19 56 FCS-12177-19



08-19 57 FCS-12177-19



08-19 58 FCS-12177-19



08-19 59 FCS-12177-19



08-19 60 FCS-12177-19



08-19 61 FCS-12177-19



08-19 62 FCS-12177-19



08-19 63 FCS-12177-19



08-19 64 FCS-12177-19



08-19 65 FCS-12177-19



08-19 66 FCS-12177-19



08-19 67 FCS-12177-19



08-19 68 FCS-12177-19



08-19 69 FCS-12177-19



08-19 70 FCS-12177-19



08-19 71 FCS-12177-19



08-19 72 FCS-12177-19



08-19 73 FCS-12177-19



08-19 74 FCS-12177-19



08-19 75 FCS-12177-19



08-19 76 FCS-12177-19



08-19 77 FCS-12177-19



08-19 78 FCS-12177-19



08-19 79 FCS-12177-19



08-19 80 FCS-12177-19



08-19 81 FCS-12177-19



08-19 82 FCS-12177-19



08-19 83 FCS-12177-19



08-19 84 FCS-12177-19



08-19 85 FCS-12177-19



08-19 86 FCS-12177-19



08-19 87 FCS-12177-19



08-19 88 FCS-12177-19



08-19 89 FCS-12177-19



08-19 90 FCS-12177-19



08-19 91 FCS-12177-19



08-19 92 FCS-12177-19



08-19 93 FCS-12177-19



08-19 94 FCS-12177-19



08-19 95 FCS-12177-19



08-19 96 FCS-12177-19



08-19 97 FCS-12177-19



08-19 98 FCS-12177-19



08-19 99 FCS-12177-19



08-19 100 FCS-12177-19



08-19 101 FCS-12177-19



08-19 102 FCS-12177-19



08-19 103 FCS-12177-19



08-19 104 FCS-12177-19



08-19 105 FCS-12177-19



08-19 106 FCS-12177-19



08-19 107 FCS-12177-19



08-19 108 FCS-12177-19



08-19 109 FCS-12177-19



08-19 110 FCS-12177-19



08-19 111 FCS-12177-19



08-19 112 FCS-12177-19



08-19 113 FCS-12177-19



08-19 114 FCS-12177-19



08-19 115 FCS-12177-19



08-19 116 FCS-12177-19



08-19 117 FCS-12177-19



08-19 118 FCS-12177-19



08-19 119 FCS-12177-19



08-19 120 FCS-12177-19



08-19 121 FCS-12177-19



08-19 122 FCS-12177-19



08-19 123 FCS-12177-19



08-19 124 FCS-12177-19



08-19 125 FCS-12177-19



08-19 126 FCS-12177-19



08-19 127 FCS-12177-19



08-19 128 FCS-12177-19



08-19 129 FCS-12177-19



08-19 130 FCS-12177-19



08-19 131 FCS-12177-19



08-19 132 FCS-12177-19



08-19 133 FCS-12177-19



08-19 134 FCS-12177-19



08-19 135 FCS-12177-19



08-19 136 FCS-12177-19



08-19 137 FCS-12177-19



08-19 138 FCS-12177-19



08-19 139 FCS-12177-19



08-19 140 FCS-12177-19



08-19 141 FCS-12177-19



08-19 142 FCS-12177-19



08-19 143 FCS-12177-19



08-19 144 FCS-12177-19



08-19 145 FCS-12177-19



08-19 146 FCS-12177-19



08-19 147 FCS-12177-19



08-19 148 FCS-12177-19



08-19 149 FCS-12177-19



08-19 150 FCS-12177-19



08-19 151 FCS-12177-19



08-19 152 FCS-12177-19



08-19 153 FCS-12177-19



08-19 154 FCS-12177-19



08-19 155 FCS-12177-19



08-19 156 FCS-12177-19



08-19 157 FCS-12177-19



08-19 158 FCS-12177-19



08-19 159 FCS-12177-19



08-19 160 FCS-12177-19



08-19 161 FCS-12177-19



08-19 162 FCS-12177-19



08-19 163 FCS-12177-19



08-19 164 FCS-12177-19



08-19 165 FCS-12177-19



08-19 166 FCS-12177-19



08-19 167 FCS-12177-19



08-19 168 FCS-12177-19



08-19 169 FCS-12177-19



08-19 170 FCS-12177-19



08-19 171 FCS-12177-19



08-19 172 FCS-12177-19



08-19 173 FCS-12177-19



08-19 174 FCS-12177-19



08-19 175 FCS-12177-19



08-19 176 FCS-12177-19



08-19 177 FCS-12177-19



08-19 178 FCS-12177-19



08-19 179 FCS-12177-19


